Separate order item

Luminaire head ARINI LIGHT
POLE ARINI No® 10700 3FACH ER

Pole ARINI No®° 10700

Steel pole, galvanised inside and outside

Straight (0°), conical design, with top peak

Height from ground level 10700 mm

Pole @ at the bottom 216 mm

With embedded base with 2 openings for cable entry
With inspection-door and C-rail for fuse-box

Prepared for three luminaires

1. Luminaire head on LPH 9800 mm

2. Luminaire head on LPH 9300 mm

3. Luminaire head on LPH 8800 mm

==) Counterclockwise arrangement of luminaire heads optionally on one
side, two sided (180 ° offset) or in a 360 ° arrangement
One-sided standard arrangement as follows:

1. - 3. Luminaire head 9o ° to the inspection door
Two-sided standard arrangement (180 ° offset) as follows:
1. Luminaire head 90 ° to the inspection door

2. Luminaire head 180 ° to the first luminaire head

3. Luminaire head 180 ° to the second luminaire head
360 ° standard arrangement as follows:
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1. Luminaire head 90 ° to the inspection door

2. Luminaire head 120 ° to the first luminaire head

3. Luminaire head 120 ° to the second luminaire head

==) Please choose one of the above standard arrangements
or give us your individual arrangement in case of order
individually with height and degrees.

Minimum height distance from luminaire to luminaire 500 mm.
Colour: RAL (classic-unicolour)/HESS-DB+Glimmer

(to be specified)

RAL Pearl-Metallic - only on request
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